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AMMANN DOCUMENTATION SYSTEM

FONCTIONS STANDARD / CARACTÉRISTIQUES CLÉS
•	Enregistre les passes de la machine et l›éta de progression  

du compactage grâce au positionnement GPS

•	Enregistrement des données via l›écran de contrôle de la machine  
(pas besoin d›un appareil Android/iOS externe)

•	 Les données de compactage peuvent être téléchargées à partir de la 
machine via un appareil Android ou iOS et sont transférables sous forme 
de rapports PDF ou CSV (connexion de la machine via Bluetooth à faible 
consommation)

•	Visualisation du chantier sur des cartes

•	Une application simple et intuitive

*Précision de la position jusqu›à 50 cm (20 pouces).

ADS permet de collecter directement sur le chantier les 
données de compactage  mesurées par les systèmes ACEforce 
ou ACEpro. Il est installé sur les compacteurs lourds Ammann et 
utilise le positionnement GPS pour une localisation précise*.

QU›EST-CE QUE ADS?
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Matériel requis
•	 Machine Ammann avec dispositif ACEforce/

ACEpro pour l’enregistrement des données

•	 Appareil Android/iOS pour envoyer 
des rapports

Données d’enregistrement
•	 Appuyez sur «REC» sur l’écran de la 

machine situé au centre du volant (sur 
machine équipée du système ACEforce/
ACEpro dernière génération)

Téléchargement et partage 
de données
•	 Téléchargez et lancez une application 

Android/iOS gratuite

•	 Connectez-vous à la machine 
via Bluetooth

•	 Créez un modèle de rapport de chantier 
ou utilisez une version stockée

•	 Sélectionnez les données pour le rapport

•	 Envoyez un rapport PDF ou CSV

DONNÉES STOCKÉES 
DANS ADS
•	Détails du projet

•	Données “machine”

•	Détails du chantier

•	Conditions météorologiques

•	Capacité de charge (valeur kB) en MN/m

•	Plage des valeurs kB (min. et max.)

•	Amplitude

•	Fréquence

•	Nombre de passes du compacteur

•	Vitesse du compacteur

•	Température de l’enrobé (le cas échéant)

•	Température

•	Date et heure

•	Position GPS avec carte

AVANTAGES
•	Documentation précise du chantier

•	Contrôle de la qualité facilité

•	Efficacité accrue (économie de temps et de carburant, prolongation 
de la durée de vie de la machine, réduction du CO2 et des coûts 
de mainteance)

•	Aucun risque d›endommager, de voler ou de perdre un appareil 
Android/iOS pendant l›enregistrement»
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1. Project & Construction site
Project name

Construction site

Remarks

2. Client & Contractor
Client

Contractor

Remarks

3. Layer, level (relative height) and thickness
Layer

Level

Thickness

Remarks

4. Position of test tracks and rolling direction in the control area
Position of test tracks

Rolling direction

Remarks

5. Type of material and water content in the layer
Type of material

Water content

Remarks

6. Date and time of execution of the control area
Date of execution of the control area

Time of execution of the control area

Remarks

7. Weather conditions
Weather conditions Overcast

Remarks temperature: 13,7, apparent temperature: 11,0, 
precip intensity: 0.0883

8. CCC results in Graphical representation (printouts, line recordings, area plots), including statistics and
distributions and/or calibrations when required

Correlation factor (kB to MpaA)

Printout:

Report template meeting CEN/TS 17006:2016 (EN) requirements.Report template meeting CEN/TS 17006:2016 (EN) requirements.Report template meeting CEN/TS 17006:2016 (EN) requirements.Report template meeting CEN/TS 17006:2016 (EN) requirements.

Logistic Center II
Nachod

Phase II - Parking lot

S.T.Centrum

Construction Ltd
-

Asphalt

Level1

80 mm

-

Central

NS

AC T

-

-

22.2.2022

12:36

Documentation System Report
Ammann

Project:
Time period: From 22.02.22 at 07:31 Clock to 22.02.22 at 07:32 Clock (50.3640654° N, 16.1373413° E, - ㎡)

Roller parameters

Roller type

Serial number 14218953

Vibration system Circular

Weight

Drum width

Linear load

9500 kg 

Statistics Ø Min Max

Total passes 1.0 1 1

Amplitude (mm) 0.4 0.3 0.6

Frequency (Hz) 46.3 38.6 51.8

Speed (km/h) 1.9 1.0 2.2

Total pass legend

10+ (0%)

7 - 10 (0%)

3 - 6 (0%)

1 - 2
(100%)

Total pass map
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ARP 95 StV

1 680 mm

28,6 kg/cm 
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Statistics & Distributions
FWD Drive (m): 24.0 m

RWD Drive (m): 13.4 m

Min. kB 62.8 kB

Max. kB 108.7 kB

AVG kB 81.9 kB

AVG Speed (kmh/mph) 1.9 kmh / 1.2 mph

Drive without Vibration (min) 1.12 min

Drive at Low amplitude (min) 0 min

Drive at High amplitude (min) 0 min

Temp. at Start (°C/F) 93.0 °C / 199.4 F

Temp. at End (°C/F) 185.0 °C / 365.0 F

GPS Starting point 50.3640654° N, 16.1373413° E

GPS End point 50.3639772° N, 16.1373176° E

Compaction degree kB value
Compaction degree legend
  0 - 30 kB
  30 - 50 kB
  50 - 80 kB
  80+ kB

Temperature °C
Temperature legend
  0 - 80 °C
  80 - 100 °C

  100 - 120
°C

  120+ °C

Amplitude
Amplitude legend
  High
  Low
  ACE PRO
  Static

FWD/RWD passes
Pass legend
  FWD
  RWD

Speed kmh
Speed legend
  0 - 2 kmh
  2 - 3 kmh
  3 - 4 kmh
  4+ kmh

Frequency Hz
Frequency legend
  0 - 30 Hz
  30 - 40 Hz
  40 - 50 Hz
  50+ Hz
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DISPONIBILITÉ DU PRODUIT
Le système est disponible pour les applications de compactage de sols et 
d›enrobés sur les machines équipées du système ACEforce (sauf rouleaux 
tandem légers) et ACEpro de dernière génération

•	 ARS 70 StV-T4f

•	 ARS 110 StIV-T4f

•	 ARS 110 StV-T4f

•	 ARS 130 StIV-T4f

•	 ARS 130 StV-T4f

•	 ARS 150 StV-T4f

•	 ARS 170 StV-T4f

•	 ARS 200 StIIIA-T3

•	 ARS 200 StV-T4f

•	 ARS 220 StIIIA-T3

•	 ARS 220 StV-T4f

•	 ARP 95 StV-T4f

•	 ARX 90 StIIIA-T3

•	 ARX 90 StV-T4f

•	 ARX 110 StIIIA-T3

•	 ARX 110 StV-T4f

ARS 110 StIV-T4F


