
 

   

 Technical Description 
 
 ELBA Linear Storage bin RD 9  (2400) 
 
Linear bin 
for storage and batching of aggregates, executed in a stable steel profiles-plate construction, 
with suitable static for direct supporting of a feeding ramp on one side or both sides. Quick 
Mounting of single compartments and separation walls by wedge joints. Under-structure 
galvanized - Bottom plates with batching gates and side walls painted in RAL 9002. 
 
Segment Batching Gates 
Opening dimensions 180 x 160 mm, electro-pneumatically operated, ready installed. 
Opening with adjustable buffers. Standard, workable grain size: crushed / round 32 mm, 
for coarse batching gates crushed / round 100/120 mm. 
 
ELBA Weighing Conveyor belt 
consists of a frame in steel profile construction, drive drum of concrete polymer, with passing 
axle with roller bearings. 
Tension drum with passing axle with roller bearing and tension device. 
Belt supporting stations, 3 sections cleted – adjustable, permanently greased, mounted every 
0,3 m. Lower supporting roller stations approx. every 1,75 m. Conveyor belt endless 
vulcanised, EP 400/3, 4+2mm rubber covering. Belt cleaner easily adjustable, as a laminar 
cleaner underneath the belt. Continuous rubber strip cleaner, adjustable. Belt conveyor height 
extension in steel sheet construction, rear part easily dismountable. Lateral safety cords with 
emergency stop on both sides. All movable parts are executed with protection devices in 
accordance to the European safety standard. Weighing belt in galvanized execution. Electrical 
drive via energy saving gear motor in accordance to the European EUP Directive 2005/32/EC. 
 

 
 
Dimensions of one single compartment of RD 9 
 

RD Volume A 
(mm) 

B 
(mm) 

C 
(mm) 

D 
(mm) 

F 
(mm) 

G 
(mm) 

H 
(mm) 

9  (2400) 9 cbm 2480 2400 3110 3400 3100 2450 3500 



 

Technische Änderungen vorbehalten. Sous réserves de modifications techniques. Reserva-se o direito a alterações técnicas. 
Subject to technical changes. Sujeto a modificaciones técnicas. Технические данные могут быть изменены. 
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 RD 9-18 RD 9-27 RD 9-36 RD 9-45 RD 9-54 

Length   (without Weighing belt) 7,0 m 10,5 m 14,0 m 17,5 m 21,0 m 

Width 3,1 m  

Height 3,4 m 

Feeding width 3,39 m 

Feeding height from foundation 3,14 m 

Total volume 18 cbm 27 cbm 36 cbm 45 cbm 54 cbm 

Compartment / Volume 
 

 min   2 x 9 
 max  8 x 2,25 

 min     3 x 9 
 max  12 x 2,25 

 min     4 x 9 
 max  16 x 2,25 

 min     5 x 9 
 max  20 x 2,25 

 min     6 x 9 
 max  24 x 2,25 

Quantity of discharge gates 4 bis 8 6 bis 12 8 bis 16 10 bis 20 12 bis 24 

Weighing Belt Length 8,12 m 11,6 m 15,1 m 18,6 m 22,1 m 

Belt drive  650 mm Belt width 13,5 kW 13,5 kW 13,5 kW 18,5 kW 18,5 kW 

Belt drive  800 mm Belt width 13,5 kW 18,5 kW 18,5 kW 24 kW 24 kW 

Weighing range optional of  1500  -  6000 kg 

 
 
 
 
 
 
 

 
Illustration shows option: 
Sand moisture measuring device 

Options: 
- Side wall elements for feeding of aggregates 

  laterally from one - or both sides with ramps 
- Covering at rear 
- L-support wall for the ramp 
- Wear and tear plates of weighing belt 
- Weigher control device 
- Assistance of calibration 
- Monitoring of „close“ Position 
- Vibrator mounted at batching gate for sand 
- Batching gates for large size particles 
- Sand moisture measuring device 
- Lighting 
- Steam injection equipment 
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 Technical Description 
 
 ELBA Linear Storage bin RD 9  (3000) 
 
Linear bin 
for storage and batching of aggregates, executed in a stable steel profiles-plate construction, 
with suitable static for direct supporting of a feeding ramp on one side or both sides. Quick 
Mounting of single compartments and separation walls by wedge joints. Under-structure 
galvanized - Bottom plates with batching gates and side walls painted in RAL 9002. 
 
Segment Batching Gates 
Opening dimensions 180 x 160 mm, electro-pneumatically operated, ready installed. 
Opening with adjustable buffers. Standard, workable grain size: crushed / round 32 mm, 
for coarse batching gates crushed / round 100/120 mm. 
 
ELBA Weighing Conveyor belt 
consists of a frame in steel profile construction, drive drum of concrete polymer, with passing 
axle with roller bearings. 
Tension drum with passing axle with roller bearing and tension device. 
Belt supporting stations, 3 sections cleted – adjustable, permanently greased, mounted every 
0,3 m. Lower supporting roller stations approx. every 1,75 m. Conveyor belt endless 
vulcanised, EP 400/3, 4+2mm rubber covering. Belt cleaner easily adjustable, as a laminar 
cleaner underneath the belt. Continuous rubber strip cleaner, adjustable. Belt conveyor height 
extension in steel sheet construction, rear part easily dismountable. Lateral safety cords with 
emergency stop on both sides. All movable parts are executed with protection devices in 
accordance to the European safety standard. Weighing belt in galvanized execution. Electrical 
drive via energy saving gear motor in accordance to the European EUP Directive 2005/32/EC. 
 

 
 
Dimensions of one single compartment of RD 9 
 

RD Volume A 
(mm) 

B 
(mm) 

C 
(mm) 

D 
(mm) 

F 
(mm) 

G 
(mm) 

H 
(mm) 

9  (3000) 9 cbm 2480 3000 3710 4000 3100 2450 3500 



 

Technische Änderungen vorbehalten. Sous réserves de modifications techniques. Reserva-se o direito a alterações técnicas. 
Subject to technical changes. Sujeto a modificaciones técnicas. Технические данные могут быть изменены. 
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 RD 9-18 RD 9-27 RD 9-36 RD 9-45 RD 9-54 

Length   (without Weighing belt) 7,0 m 10,5 m 14,0 m 17,5 m 21,0 m 

Width 3,1 m  

Height 4,0 m 

Feeding width 3,39 m 

Feeding height from foundation 3,74 m 

Total volume 18 cbm 27 cbm 36 cbm 45 cbm 54 cbm 

Compartment / Volume 
 

 min   2 x 9 
 max  8 x 2,25 

 min     3 x 9 
 max  12 x 2,25 

 min     4 x 9 
 max  16 x 2,25 

 min     5 x 9 
 max  20 x 2,25 

 min     6 x 9 
 max  24 x 2,25 

Quantity of discharge gates 4 bis 8 6 bis 12 8 bis 16 10 bis 20 12 bis 24 

Weighing Belt Length 8,12 m 11,6 m 15,1 m 18,6 m 22,1 m 

Belt drive  650 mm Belt width 13,5 kW 13,5 kW 13,5 kW 18,5 kW 18,5 kW 

Belt drive  800 mm Belt width 13,5 kW 18,5 kW 18,5 kW 24 kW 24 kW 

Weighing range optional of  1500  -  6000 kg 

 
 
 
 
 
 
 

 
Illustration shows option: 
Sand moisture measuring device 

Options: 
- Side wall elements for feeding of aggregates 

  laterally from one - or both sides with ramps 
- Covering at rear 
- L-support wall for the ramp 
- Wear and tear plates of weighing belt 
- Weigher control device 
- Assistance of calibration 
- Monitoring of „close“ Position 
- Vibrator mounted at batching gate for sand 
- Batching gates for large size particles 
- Sand moisture measuring device 
- Lighting 
- Steam injection equipment 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

(08|2015)  EN 

mailto:info.abd@ammann-group.com
http://www.ammann-group.com/

	Linear bin
	Dimensions of one single compartment of RD 9


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.5
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Impact
    /LucidaConsole
    /Tahoma
    /Tahoma-Bold
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<


    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200036002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200036002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>



    /HUN <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 6.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200036002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 6.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>


    /SKY <>

    /SUO <>
    /SVE <>
    /TUR <>

    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 6.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.000 842.000]
>> setpagedevice


